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Description 
Oxiguard LMP is a quick drying traffic paint 
based on a special blend of alkyd and chlorinated 
rubber resins. This product is tough, 
hardwearing and resistant to ultraviolet 
degradation which makes it suitable for 
application of traffic lines as well as maintenance 
of existing thermoplastic applied road marking. 
 
Advantages 

• Low cost in service – due to combination of 
excellent UV and chemical resistance 
properties 

• Labour saving – can be applied directly onto 
fully cured coatings, without need for 
priming system. 
 

Uses 

• Car Parking decks 

• Chemical industries 

• Industries and Warehouse 
 
Technical Properties 

Volume solids   : 50+2% 

Specific gravity : 140kg/ltr 

Curing time 

Touch dry           : 10 to 15minutes 

Overcoating       : 2 to 4 hours 

Colours                : White, Black, Yellow and Red 

Pack Size             : 18ltr 

Coverage         : 5m²/ltr/coat (2-3 coat 
application recommended) 

Application Method : Spray, brush or roller 

Surface Preparation : Ensure surface is dry and 
free of oil, grease, dust, loose particles, powder 
paint, etc. 

Cleanser or Thinner : Oxisolvent 100 
 
 
 
 
 
 

 
Safety, health & Environmental Information 
Oxiguard Line Marking Paint and Oxisolvent 100 
should not come in contact with skin or eyes, nor 
should they be swallowed. Avoid inhalation of vapors 
and ensure adequate ventilation. Some people are 
sensitive to resins, hardeners and solvents.  
The use of goggles is recommended, in case of 
accidental eye contamination, rinse immediately with 
plenty of water and seek medical advice. If swallowed 
seek medical attention immediately - do not induce 
vomiting. 
Oxisolvent 100 and Oxiguard Line Marking Paint are 
flammable. Do not use near a naked flame. 
 
Estimating 
Supply   

Oxiguard LMP : 18 L packs 

Oxisolvent 100 : 5 L packs 

Coverage   

Oxiguard LMP : 5m²/ltr/coat 

 
Information 
Al Majara Polychem Ind.  LLC products are guaranteed 
against defective materials and are sold subject to 
standard terms and condition of sale, copies of which 
are available on request which are reasonable care it’s 
taken compiling this technical data sheet, all 
recommendations regarding the use of product are 
made without guarantee since the conditions used are 
beyond the company’ direct control. It is the customer 
responsibility to satisfy themselves that each product 
is fit for the purpose for which they indent to use it. 
 
Quality Matters  
All products originating from Al Majara Polychem Ind. 
LLC are manufactured under a management system 
independently certified to conform to the 
requirements of the quality, environmental and 
occupational health & safety standards           ISO 9000, 
ISO 14001 and OHSAS 18001. 
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