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Hard wearing, skid resistant, flexible flooring 
system 
 
Description 
Oxiguard floor 150 is a multi-layer flooring 

systems comprising a primer, flexible membrane 

and wear course. All components are applied in 

the liquid phase and react chemically to form a 

tough, flexible, waterproof protective surface. 

“Oxiguard floor 150 complies with ASTM C 957 

and ASTM E648 for average Critical radiant flux: 

Class I” 

Advantages 

• Flexible and bridges dynamic cracks 

• Suitable for all zones in a car park 

• Seamless and watertight 

• Rapid application, reliable and safe 

• UV resistant 

• Available in a range of colours 
 
Uses 
Oxiguard floor 150 is a polyurethane traffic deck 
system designed to provide an added level of 
protection to, new and existing, trafficked areas 
such as 

 

• Car park decks 

• Car park ramps 

• Aircraft hangars 

• Transport depots; e.g. bus, taxis etc. 

• Service centres, garages 

• Workshops 

 
Technical Support 
Al Majara offers a comprehensive technical 
support service to specifiers, end users and 
contractors. It is also able to offer on-site 
technical assistance. 

 

 

 

 

 

Technical Properties 
 
Intermediate coat 

Elongation 

(ASTM D412) : >300% 

Tensile strength   

(ASTM D412) : 4 N/mm2 

Tear Resistance   

(ASTM D624) : 15 N/mm 

Crack Bridging ability   

(ASTMC1305) : Pass 

Wear Course 

Weathering (30days) 
(ASTM D412) 

: No change in original 
appearance 

Corrosive resistance 
(ASTM B117) 

: No change in original 
appearance 

Humidity Resistance 
(water fog exposer) 

: No change in original 
appearance 

 
Chemical Resistance 
Oxiguard floor 150 is resistant to a range of chemicals 
including: 

• Petrol, Engine Oil, jet fuel, brake fluid, Mineral 
Spirit 

• Diesel, Medium concentration acids 

• Detergents etc. 
 
Application instructions 
 
Preparation 
New concrete surfaces should have reached 80% of 
their intended physical properties – generally only 
achieved after a minimum curing period of 28 days.  
Existing concrete surfaces must be prepared to 

provide a clean, sound substrate. Surfaces should be 

clean and dry with open capillary, free from laitance, 

oil and grease, curing compounds or other surface 

contaminants which may prevent full and proper 

adhesion of the primer. All hair line cracks, or other 

surface undulations should be repaired using 

Oximortar FC.  
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Application 
 
Primer  
Apply Oxiguard Prime to the prepared surface at 
an application rate in the range of 0.2 to 0.3 
ltr/m2. Quantity will depend on surface texture 
and porosity. General recommendation which 
will vary according to the project is a coverage 
rate of 0.2 ltr/m2 for parking and thoroughfare; 
0.3 ltr/m2 for ramps. 
Whilst Oxiguard prime is still wet, blind with 
Antislip Quartz No. 2 at an estimated rate of 
between 0.4 – 0.8 Kg/m2, leave to dry for 16 
hours @ 35°C. Prior to the removal of excess 
Antislip Quartz ensure that the grains are firmly 
embedded in the primer. 
 
Intermediate Coat 
Apply Oxiguard floor Intermediate Coat to the 

primed surface at an application rate of 0.2 to 

0.5 ltr/m2 per coat. For the best results the 

intermediate Coat should be applied with a short 

haired lamb’s wool roller. 

Wear Course 
Apply Oxiguard floor wear course to the 
intermediate coat at an application rate of 0.1 – 
0.2 ltr/m2 (100 – 200microns w.f.t) per coat. 
 
Prior to trafficking allow the following cure 
periods: 

Foot traffic : 
24 hrs. @ 25°C or 
18 hrs. @ 35°C 

Vehicle traffic : 
5 days @ 25°C or 
72 hrs @ 35°C 

 
Traffic marking lines may be applied using 
Oxiguard line Marking Paint (OLMP) after five 
days from time of application. 
 
Cleaning 
Tools and Equipment should be cleaned Using 
Oxisolvent 100. 
 

 
Limitations 

• Oxiguard floor 150 should not be applied on to 
surfaces which are known to or likely to suffer 
from rising damp or have a relative humidity 
greater than 80% as measured in accordance with 
BS8203 Appendix A or by Hammond 
concrete/mortar moisture tester type COCO. 

• In conditions of high relative humidity i.e. 85-90%, 
good ventilation conditions are essential. 
Substrate temperature should be at least 3°C 
above dew point. 

• Do not proceed with application if precipitation is 
imminent, or temperatures are expected to drop 
below 7°C within 24 hours of application. 

 
Supply   

Oxiguard prime : 9 litre packs 

intermediate coat : 18 litre packs 

Wear Course : 20 litre packs 

Antislip Quartz No. 2 : 25 kg bags 

Coverage   

Primer : 0.2-0.3 ltr/m2 

Antislip Quartz No.2 : 0.4 – 0.8 Kg/m2 

Wear course : ̴0.2 ltr/m2/coat 

Intermediate coat : 0.2-0.5 ltr/m2/coat 
Note:  The above coverage rate are given for guidance only 
as actual quantities used will vary depending upon the 
nature of substrate and conditions on site. It is strongly 
advised that trials are conducted to establish coverage 
rates. 

 

Shelf life 

When stored in warehouse conditions at less than 
25°C, Oxiguard floor 150 system will have the 
following shelf life. 
Avoid storage of material under direct sunlight. 
 
Oxiguard prime : 12 months 
Oxiguard intermediate coat : 06 months 

Oxiguard wear course : 12 months 
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Information  
Al Majara Polychem Ind. LLC products are 

guaranteed against defective materials and are 

sold subject to standard terms and condition of 

sale, copies of which are available on request 

which are reasonable care it’s taken compiling 

this technical data sheet, all recommendations 

regarding the use of product are made without 

guarantee since the conditions used are beyond 

the company’ direct control. It is the customer 

responsibility to satisfy themselves that each 

product is fit for the purpose for which they 

indent to use it. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Quality Matters  
All products originating from Al Majara Polychem Ind. 

LLC are manufactured under a management system 

independently certified to conform to the 

requirements of the quality, environmental and 

occupational health & safety standard ISO 9000, ISO 

14001 and OHSAS 18001. 
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