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Non Fibrated Bitumen Emulsion  
 

Description  
OXICOAT is a thixotropic bitumen emulsion 
manufactured to comply with ASTM D1227 Type III 
Class 1 (Non-fibrated). The coating is dark brown in 
color and dries to black flexible protective film. The 
finished films are tough and forms a barrier to water 
and vapor transmission.  

Advantages  

 Resists the attack of salts that are present in 
the soil and underground water.  

 Adheres to concrete, metal, wood and cork 

 Non-flammable.  

Uses  
OXICOAT is used for general waterproofing, damp-
proofing and protective coating for below ground 
concrete structures against attack by ground salts. 
This can also be used as the protective coating for 
built-up roofing systems and other exposed surfaces, 
as a damp proofing membrane or as vapor seal.  
 

Properties  
 

Colour: Dark Brown  
 

Specific gravity: at 25°C: 0.98 - 1.026  
 

Solid content: 31% ± 2  
 

Firm set: 24 hours  
 

Coverage: 1.1 ltr./m²/coat for 550 microns D.F.T  
 

Application Temperature: 5°C to 60°C  
 

Service Temperature: 5°C to 85°C  
 

 

Application instruction  
 
Surface Preparation  
Ensure that surface to be treated is sound and free 
from all oil, grease and other foreign matters. 
Cracks, potholes and honey combs are to be 
repaired with a suitable material from the ‘OXI’ 
range of repair mortars.  
 

 
 
 
 

 
 
Priming  
Primer is always recommended prior to coating, as it 
not only seals the porous substrates but also acts as 
an adhesion promoter for further coatings. The 
primer coat can be made in the site by diluting 
OXICOAT with equal amount of water. The primer 
may by applied by brush, roller or spray. Allow the 
primer to dry before any further coats are applied. 
However, if the primer coat is left open for more 
than 24 hours after it becomes dry, clean the surface 
of any settled dust and apply and first coat of 
primer.  
 

Application  
Stir the contents of the drum thoroughly prior to 
application to remove any sediment. The application 
can be done with a roller, brush or squeegee. Apply 
the 1st coat by a brush, roller or squeegee. Typically 
the coating applied @ 1.1 lt. /m² will give a Dry Film 
Thickness of 550 microns. The second coat is to be 
applied at the same rate and at right angles to the 
first coat. The first coat must be dry before applying 
the second coat. However, the coverage depends on 
the smoothness and porosity of the substrate and 
the required thickness of the coating.  
 

Packing  
15 Ltr, 20 Ltr  and 200 Ltr drum 
 

Storage & Shelf life   
Store under cover, out of direct sunlight and protect 
from extreme temperatures. Shelf life is upto 12 
months when stored as above.  
 

Health & Safety  
As with all construction chemical products, caution should 
always be exercised. Protective clothing such as gloves 
and goggles should be worn. Treat any splashes to the 
skin or eyes with fresh water immediately. Should any of 
the products be accidentally swollen, do not induce 
vomiting, but call for medical assistance immediately.  
 

Information  
Al majara polychem industries LLC products are guaranteed against defective 
materials and are sold subject to standard terms and condition of sale copies of 
which are available on request which are reasonable care it’s taken compiling this 
technical data sheet, all recommendations regarding the use of product are made 
without guarantee since the conditions are use the beyond the company’ direct 
control. It is the customer responsibility to satisfy themselves that each product is 
fit for the purpose for which they indent to use it .  

  
Quality Matters  
All products originating from Al Majara Polychem Ind. LLC are manufactured under 
a management system independently certified to conform to the requirements of 
the quality, environmental and occupational health & safety standards ISO 9000, 
ISO 14001 and OHSAS 18001. 
 


