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Non Reinforced Double Sided Self Adhesive 
Bituminous Membrane                                                       

Description  

OXITAPE DS is a non reinforced twin side self 
adhesive bituminous membrane which 
comprises of polymerized bitumen sandwiched 
between a plastic / paper release films on either 
side. 

Advantages 

 Cold applied self adhesive and easy to 
apply 

 Bitumen to Bitumen adhesion on the 
laps provides a seamless layer 

 Excellent adhesion to vertical and 
horizontal surfaces 

 Improved heat resistance 

 Excellent resistance to chlorides, 
sulphates, dilutes alkalis and acids 

 Water and vapor proof  

 Excellent adhesion to dry or damp 
surfaces  

 Ready to apply.   

 

Uses 

OXITAPE DS is mainly used for providing a 
seamless waterproofing membrane on concrete, 
wood, metal surfaces. 

 

 

 

 

 

Properties   Values  Test Methods 

Roll Length  : 10m  Roll 
 

Roll Width  : 1m  - 
 

Membrane Thickness : 1.5mm  UEAtc.
 

Colour   : Black  -
 

Softening Point, (R&B) : >90o C  ASTM D36
 

Elongation, (Compound): 1500% ASTM D 412
 

Water Absorption at 25hr: <0.3  ASTM D 570
 

Water Permeability @5bar: Nil  BS EN 12390
 

Adhesion Strength 
Primed Surface  : 1.0N/mm  ASTM D 1000 
Self   : 1.0N/mm ASTM C 836 

 
Crack Bridgeability : >1.5mm  ASTM C 836

 
Cold Temperature flexibility : 1.5mm  UEAtc.

 
 

Application 

Surface preparation  

A smooth regular and dry surface is always a must for 
good application.  The substrate should be completely 
free of any protrusions or cavities.  The presence of 
oily substances, frost or other moisture should be 
completely avoided.  Apply Oxiprime SB at a rate of 4 
to 6 m2/ltr as a primer coat.  The primer coat should 
be touch dry before the application of the membrane. 
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The application temperature should be between 
4oC to 45oC.  The installation procedures are to 
be as follows; 

1. Unroll only the required length, and cut 
the piece to the desired shape and size. 

2. Place the pieces of membrane on the area 
to be covered, and check whether they 
match with the profile of the marked 
substrate. 

3. Peel off the release film from the 
undesirable and keeping the release film 
on the top surface intact.  Carefully place 
the membrane so as to ensure a 
minimum of 150mm overlap and then 
smoothen the membrane from the center 
to the edges in order to drive out 
entrapped air. 

4. The release film from the top will be 
peeled off prior to the laying of the 
subsequent membranes. 

 

Supply 

OXITAPE DS 1mtr x 10 mtr 
Oxiprime SB 20Ltr / 200Ltr 

 

Handling 

OXITAPE DS membranes are supplied in rolls of 
10m length and 1m width.  The membranes can 
be unloaded by hand or other convenient 
means, but making sure the absence of any 
protruded sharp edges nearby to avoid 
punctures. 

Shelf Life 

OXITAPE DS range of membranes have to be 
stored in a shaded are on wooden pallets neatly 
covered by any thick fabric like tarpaulin sheets 
tied and secured properly to ensure no excessive 
exposure to sunlight. 

 
 
Disposals 

OXITAPE DS is non-hazardous, non-flammable material 
and therefore can be disposed to in any regular 
disposal areas. OXITAPE DS should be disposed on 
after wrapping with paper, plastic or cloth as the 
modified material has tendency to soften under heat 
and pressure, which would make further handling very 
tough. 

Health & Safety  

OXITAPE DS contains tacky bitumen compound which 
while applied can adhere to human skin. Such stains of 
Bitumen can be removed by using a cloth dipped in 
light solvents.  In case the effected area is sensitive like 
the eye please contact the company physician for 
advice. 

Information  
Al majara polychem industries LLC products are guaranteed against 
defective materials and are sold subject to standard terms and 
condition of sale, copies of which are available on request which 
are reasonable care it’s taken compiling this technical data sheet, 
all recommendations regarding the use of product are made 
without guarantee since the conditions are use the beyond the 
company’ direct control. It is the customer responsibility to satisfy 
themselves that each product is fit for the purpose for which they 
indent to use it.  

Quality Matters  

All products originating from Al Majara 
Polychem Ind. LLC are manufactured under a 
management system independently certified to 
conform to the requirements of the quality, 
environmental and occupational health & safety 
standards ISO 9000, ISO 14001 and OHSAS 
18001. 

 


